
Discrete Magnetics
10-Gigabit Transformer Modules
Single-Port Gigabit
Dual and Quad Gigabit Transformers
Gigabit Low-Profile PCMCIA
Gigabit PoE

RJ45 With Magnetics 
1x1 10-Gigabit Jacks
2xN Gigabit PoE+
2xN Gigabit PoE
1x1 Gigabit PoE
1xN Gigabit Tab-up
2xN Gigabit

RJ45 Without Magnetics
RJ45 PCB Jack, 2By4, Shielded
RJ45 PCB Jack, 1By4, Shielded, 
Tab Down RJ45 PCB Jack, 1By1, 
Shielded, Tab Down

Ethernet Switch Application Webpage:
www.pulseeng.com/applications/ethernet-switch
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XFP Cages
XFP Cage with PCI Heat Sink
XFP Cage with SAN Heat Sink
XFP Cage with TALL Heat Sink

SFP Cages
SFP Cage, 1By1, Press Fit
SFP Cage, 1By1, Through Hole
SFP Cage, 1By4, Press Fit
SFP Cage & Connector, 2By1, 
Press Fit

SFP+ Cages
SFP+ Cage, 1By1, Through Hole,
for non-PCIe SFP+ Cage, 1By1, 
Press fit, for non-PCIe

XFP Connectors
XFP Connector

SFP Connectors
SFP Connector

 SFP+ Connectors
SFP+ Connector

Power Magnetics
Shielded Drum Core Inductors
Unshielded Drum Core Inductors
Toroid Inductors (SMT)
Toroid Inductors (TH)
Flat Coil Inductors
Power Cube Inductors


